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Major SCPS Tests To-DateMajor SCPS Tests To-Date

ll M22M22

–– Bent-pipe testBent-pipe test

–– SCPS-TP onlySCPS-TP only

–– 256k256k bps bps/32kbps asymmetry test/32kbps asymmetry test

ll STRVSTRV

–– SCPS-FP, SCPS-TP, SCPS-SP testSCPS-FP, SCPS-TP, SCPS-SP test

–– Protocol stack flown on UK satelliteProtocol stack flown on UK satellite

–– 1kbps / 1251kbps / 125 bps bps asymmetry test asymmetry test

ll ACTSACTS

–– SCPS-FP, SCPS-TP, SCPS-NP testSCPS-FP, SCPS-TP, SCPS-NP test

–– SATCOM configurationSATCOM configuration

–– Symmetric data rates (2Mbps and 9600Symmetric data rates (2Mbps and 9600 bps bps))



ACTS Satellite TestACTS Satellite Test
ConfigurationConfiguration
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Selected Results:  2MbpsSelected Results:  2Mbps
Corruption Test - ThroughputCorruption Test - Throughput

Throughput - Corruption Environme nt - No rmalized to  2  Mbps
4 Mbyte  file ,  1400 byte  packe ts
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Selected Results:  2MbpsSelected Results:  2Mbps
Congestion Test - ThroughputCongestion Test - Throughput

Throughput - Conge s tion Environme nt a t 2 Mbps
4 Mbyte  file ,  1400 byte  packe ts
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